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SWETON




Welcome to the

The horizon where four decades of
experience meet futuristic ideas

Established in the year 1982, SWETON is one of the
pioneer brands of India recognized as the market leader
in Eastern India and also has strong presence in others
parts of the country as well as overseas.

SWETON symbolises elegance, style and superior
craftsmanship where each and every product is finest in
technical superiority and aesthetic sophistication.

SWETON believes in regular upgradation and development and
a dedicated R&D Team works continuously with most precision
software and equipment.

SWETON - Among the very few Indian Brands having an
in-house product range of more than forty varieties of
transducers for different purpose.

Manufactured at the modern plant in Kolkata
every SWETON Product undergoes %
rigorous Quality Control test with many
state of the art software and equipments
to ensure trouble free long life.

SWETON products are best in quality
at an affordable price.



4" 20WT WOOFER

Specification

Nominal Diameter
Nominal Impedance
Re

Power Handling(AES)
Program Power
Sensitivity IW/IM
Voice Coil Dia
Product Weight

103 mm
40
32Q
20w

40 w

89 db
19.1 mm
0.35Kg

T/S Parameters
Fs

Qes
Qms
Qts
Vas
Mms
Mmd
BL

193 Hz
1.74
2.24
0.98
1.28 It
193¢
1g

2.07 Tm



4" 40 WT WOOFER _

Specification T/S Parameters
Nominal Diameter 102 mm Fs 156 Hz
Nominal Impedance 4Q Qes 1.32
Re 35Q Qms 270
Power Handling(AES) 40w Qts 0.88
Program Power 80w Vas 1.26 It
Sensitivity IW/IM 87 db Mms 298¢
Voice Coil Dia 19.1 mm Mmd 249

Product Weight 0.45 Kg BL 279 T-m



6" 20 WT WOOFER _

Specification T/S Parameters

Nominal Diameter 165 mm Fs 73 Hz
Nominal Impedance 4Q Qes 1.16
Re 3.5Q Qms 4.44
Power Handling(AES) 20w Qts 0.92
Program Power 40w Vas 14.23 It
Sensitivity IW/IM 88 db Mms 941¢g
Voice Coil Dia 254 mm Mmd 8¢

Product Weight 0.60 Kg BL 3.62 T-m



6" 40 WT WOOFER

Specification T/S Parameters
Nominal Diameter 166 mm Fs 63Hz
Nominal Impedance 4Q Qes 0.5
Re 34Q Qms 4.77
Power Handling(AES) 40w Qts 045
Program Power 80w Vas 1594 It
Sensitivity IW/IM 90db Mms 11.114g
Voice Coil Dia 25.4 mm Mmd 10g

Product Weight 1.20 Kg BL 542 T-m



8" 40 WT WOOFER

Specification

Nominal Diameter

Nominal Impedance
Re

Power Handling(AES)
Program Power
Sensitivity IW/IM
Voice Coil Dia

Product Weight

204 mm
4Q
38Q
40w
80w
91db
254 mm
1.35Kg

T/S Parameters

Fs
Qes
Qms
Qts
Vas
Mms
Mmd
BL

71 Hz
09

4.65
0.75
21.98 It
15.08 ¢g
13g
5.46 T-m



8" 50 WT WOOFER

Specification

Nominal Diameter

Nominal Impedance
Re

Power Handling(AES)
Program Power
Sensitivity IW/IM
Voice Coil Dia
Product Weight

201 mm
4Q
38Q
S0w
100 w
91db
254 mm
1.40 Kg

Fs
Qes
Qms
Qts
Vas
Mms
Mmd
BL

69 Hz
0.92
4.05
0.75
22211t
16.34 g
14 g
5.56 T-m



Specification

Nominal Diameter

Nominal Impedance
Re

Power Handling(AES)
Program Power
Sensitivity IW/IM
Voice Coil Dia

Product Weight

8" 60 WT WOOFER

204 mm

3.5Q
60w
120 w
93 db
25.4 mm
1.70 Kg

T/S Parameters

Fs
Qes
Qms
Qts
Vas
Mms
Mmd
BL

50 Hz
0.47
5.18
0.43
46.78 It
1494 ¢
13g
5.91 T-m



8" 80 WT WOOFER

‘Specification T/S Parameters

Nominal Diameter 204 mm Fs 51 Hz
Nominal Impedance 8Q Qes 0.73
Re 6.5Q Qms 3.31
Power Handling(AES) 80w Qts 0.60
Program Power 160 w Vas 4476 It
Sensitivity IW/IM 91db Mms 16.12¢g
Voice Coil Dia 25.4 mm Mmd 14g

Product Weight 1.70 Kg BL 6.77 T-m



8" 120 WT WOOFER

B e Mt e B L e B T T

i

Specification T/S Parameters

Nominal Diameter 210 mm Fs 54 Hz
Nominal Impedance 8Q Qes 0.68

Re 45Q Qms 3.58
Power Handling(AES) 120 w Qts 0.57
Program Power 240 w Vas 27011t
Sensitivity IW/IM 90 db Mms 221749
Voice Coil Dia 34 mm Mmd 20g

Product Weight 2.35Kg BL 7.06 T-m



8" 180 WT WOOFER

Specification T/S Parameters
Nominal Diameter 210 mm Fs 45 Hz
Nominal Impedance 40 Qes 0.43
Re 35Q Qms 5.19
Power Handling(AES) 180 w Qts 0.40
Program Power 360w Vas 37-51 1t
Sensitivity IW/IM 90 db Mms 23.18 g
Voice Coil Dia 35 mm Mmd 21g

Product Weight 2.40Kg BL 7.25Tm



10" 80 WT WOOFER

Specification T/S Parameters

Nominal Diameter 256 mm Fs 52 Hz
Nominal Impedance 8Q Qes 0.99
Re 52¢Q Qms 4.56
Power Handling(AES) 80w Qts 0.81
Program Power 160 w Vas 46.21 It
Sensitivity IW/IM 90 db Mms 38.24 ¢
Voice Coil Dia 34 mm Mmd 34¢

Product Weight 2.05Kg BL 8.13 Tm



Specification

Nominal Diameter
Nominal Impedance
Re

Power Handling(AES)
Program Power
Sensitivity IW/IM
Voice Coil Dia

Product Weight

10" 100 WT WOOFER

256 mm
8Q
52Q
100 w
200w
92db
34 mm

2.60 Kg

T/S Parameters

Fs
Qes
Qms
Qts
Vas
Mms
Mmd
BL

56 Hz
0.72
4.85
0.62
43.78 It
35.77g
31g
9.52 T-m



10" 120 WT WOOFER

Specification T/S Parameters
Nominal Diameter 256 mm Fs 41 Hz
Nominal Impedance 8Q Qes 0.74
Re 58¢Q Qms 3.86
Power Handling(AES) 120w Qts 0.62
Program Power 240 w Vas 71901t
Sensitivity IW/IM 90 db Mms 40.39¢g
Voice Coil Dia 44 mm Mmd 36g

Product Weight 3.2Kg BL 9.00 Tm



4" 40 WT FULL RANGE

Specification

Nominal Diameter
Nominal Impedance
Re

Power Handling(AES)
Program Power
Voice Coil Dia
Product Weight

102 mm
8 Q

6 Q

40 W

80 W
25.4 mm
0.45Kg



6" 25 WT FULL RANGE

Specification T/S Parameters

Nominal Diameter 166 mm Fs 91 Hz
Nominal Impedance 80 Qes 0.65
Re 6.0 Q Qms 4.34
Power Handling(AES) 25w Qts 0.57
Program Power 50 w Vas 9.95 It
Sensitivity IW/IM 92 db Mms 8.374¢g
Voice Coil Dia 25.4 mm Mmd 749

Product Weight 1.20Kg BL 6.62 T-m



6" 40 WT FULL RANGE

Specification
Nominal Diameter 166 mm
Nominal Impedance 8Q
Re 6.0 Q
Power Handling(AES) 40 w
Program Power 80 w
Voice Coil Dia 25.4 mm

Product Weight 1.20 Kg



8" 40 WT FULL RANGE

Specification T/S Parameters
Nominal Diameter 191 mm Fs 92 Hz
Nominal Impedance 8Q Qes 1.08
Re 7.0Q Qms 3.09
Power Handling(AES) 40w Qts 0.8
Program Power 80w Vas 28.38 It
Sensitivity IW/IM 95db Mms 6.60 g
Voice Coil Dia 25.4mm Mmd 49

Product Weight 1.05Kg BL 4.99 T-m



3" SUBWOOFER 20 WT

Specification T/S Parameters
Nominal Diameter 81 mm Fs 167 Hz
Nominal Impedance 4Q Qes 1.88
Re 35Q Qms 3.91
Program Power 10w Qts &5 4
Peak Power 20w Vas 0931t
Sensitivity IW/IM 85db Mms 1.34g
Voice Coil Dia 15mm Mmd 19

Product Weight 0.15Kg BL 1.62 T-m



4" SUBWOOFER 60 WT

Specification T/S Parameters

Nominal Diameter 105 mm Fs 90 Hz
Nominal Impedance 4Q Qes 1.17
Re 350 Qms 4.40
Program Power 30w Qts 0.92
Peak Power 60w Vas 1.58 It
Sensitivity IW/IM 81db Mms 7.23¢
Voice Coil Dia 25.4 mm Mmd 749

Product Weight 0.50 Kg BL 3.49 T-m



5" SUBWOOFER 100 WT

Specification

Nominal Diameter

Nominal Impedance
Re

Program Power
Peak Power
Sensitivity IW/IM
Voice Coil Dia

Product Weight

s e
M SR B
T e RV A,

135 mm
4Q
3.1Q
50w
100 w
84 db
25.4 mm
0.55Kg

T/S Parameters

Fs
Qes
Qms
Qts
Vas
Mms
Mmd
BL

73 Hz
1.14
5.00
0.93
5211t
12.08 g
11g
3.89 T-m



6" SUBWOOFER 120 WT

Specification

Nominal Diameter
Nominal Impedance
Re

Program Power
Peak Power
Sensitivity IW/IM
Voice Coil Dia

Product Weight

170 mm
4Q
32Q
60w
120 w
85db
25.5 mm
1.20Kg

T/S Parameters

Fs
Qes
Qms
Qts
Vas
Mms
Mmd
BL

63 Hz
1.10
5.26
0.91
9.361t
19.48 g
18¢g
471 T-m



8" SUBWOOFER 200 WT

Specification T/S Parameters

Nominal Diameter 210 mm Fs 57 Hz
Nominal Impedance 4Q Qes 0.76

Re 3.5Q Qms 5.12
Program Power 100 w Qts 0.66
Peak Power 200 w Vas 16.54 it
Sensitivity IW/IM 88 db Mms 28.20g
Voice Coil Dia 35mm Mmd 26¢g

Product Weight 1.70 Kg BL 6.84 T-m



10" SUBWOOFER 320 WT

Specification T/S Parameters

Nominal Diameter 256 mm Fs 44 Hz
Nominal Impedance 40 Qes 0.89
Re 3.5 Qms 5:35
Program Power 160 w Qts 0.76
Peak Power 320w Vas 33.83 1t
Sensitivity IW/IM 87 db Mms 58.08 g
Voice Coil Dia 44 mm Mmd 54¢

Product Weight 2.70 Kg BL 7.97 T-m



4" 6 WT ROUND

Specification
Nominal Diameter
Nominal Impedance
Re
Power Handling(AES)
Program Power
Sensitivity | W/IM

Voice Coil Dia

103 mm
40
350
6w
12w
95 db

15.67mm

T/S Parameters
FS
Qes

Qms

Qts

vas

Mmd
BI
Gross Weight

189 Hz
0.95
4.07
0.77
3.391t
1.79g
140g
2.80T-m
0.245 Kg



4" 6 WT SQ (AMPLI)

Specification

Nominal Diameter
Nominal Impedance
Re

Power Handling(AES)
Program Power
Sensitivity | W/IM
Voice Coil Dia

110 mm
4Q

380

6w

12w

94 db
15.67mm

T/S Parameters
FS

Qes

Qms

Qts

vas

Mms

Mmd

BI

Gross Weight

165 Hz
0.99
4.46

0.81
4131t
1.77g
140 g
2.66 T-m
0.258 Kg



6" 10 WT SPEAKER

Specification

Nominal Diameter

Nominal Impedance
Re

Power Handling(AES)
Program Power
Sensitivity | W/IM
Voice Coil Dia

151 mm
4Q
3.8Q
10w
20w

96 db
19.1 mm

T/S Parameters
FS

Qes

Qms

Qts

vas

Mms

Mmd

BI

Gross Weight

6"6 WT & 6" 8 WT speaker
also available.

116 Hz
1.30
3.33
0.94
22.25 It
510 g
3.40¢g
3.29T-m
0.612 Kg



6"X4" 10 WT SPEAKER




Specification

Nominal Diameter
Nominal Impedance
Re

Program Power
Voice Coil Dia
Product Weight

80 mm
40

3.8Q

40 W
15.75 mm
0.20 Kg



3" TWEETER SDLX 40 WT

Specification
Nominal Diameter
Nominal Impedance
Re
Program Power
Voice Coil Dia
Product Weight

80 mm
4Q

3.8Q

40 W
15.75 mm
0.20Kg



Specification

Nominal Diameter
Nominal Impedance
Re

Program Power
Voice Coil Dia
Product Weight

104 mm
4Q

3.8Q

60 W
15.75 mm
0.25 Kg



4" TWEETER SDLX 60 WT

Specification
Nominal Diameter
Nominal Impedance
Re
Program Power

Voice Coil Dia
Product Weight

104 mm
4Q

3.8Q

60 W
15.75 mm
0.25 Kg



PIEZO TWEETER ST 303

Specification
Nominal Diameter 60 mm x 60 mm
Product Weight 0.10Kg

Specification
Nominal Diameter 68 mm x 68 mm
Product Weight 0.10Kg

Specification

Nominal Diameter 132mmx70 mm

Product Weight 0.12Kg



Specification

Nominal Diameter
Nominal Impedance
Re

Program Power
Peak Power
Sensitivity IW/IM
Voice Coil Dia

Product Weight

81 mm
40
3.5Q
10w
20w
85db
15 mm

0.15Kg

SATELLITE
SPEAKER

T/S Parameters

Fs
Qes
Qms

Qts

Vas

Mmd
BL

167 Hz
1.88
3.91
1.27
0.93 It
1.34g
1g

1.62 T-m



SATELLITE
BPELAMER

Specification

Nominal Diameter
Nominal Impedance
Re

Program Power
Peak Power

Voice Coil Dia

Product Weight

77 mm
4Q

3.5Q

Sw

10w
14.52 mm
0.15Kg



2 WAY CROSS OVER NETWORK 60 WT




3" TV SPEAKER SQUARE (B & W)

- Round shape frame also available
for B & W speaker.

- For CTV in 3", both Square and
Round shape available in 3 wt
( AES).

Specification T/S Parameters
Nominal Diameter 77mm FS 242Hz
Nominal Impedance 8Q Qes 2.13
Re 7Q Qms 3.87
Power Handling(AES) 1.5w Qts 1.37
Program Power 3w vas 1.211t
Sensitivity | W/IM 91db Mms 0.96g
Voice Coil Dia 14.53mm Mmd 0.80g

Bl 2.19T-m

Gross Weight 0.164kg



4" CTV SPEAKER SQUARE

Round shape also available.

SPEAKER

Specification

Nominal Diameter 105mm
Nominal Impedance 8Q

Re 6Q2
Power Handling(AES) 5w
Program Power 10w
Sensitivity | W/IM 92db
Voice Coil Dia 15.67mm

T/S Parameters

FS

Qes

Qms

Qts

vas

Mms

Mmd

Bl

Gross Weight

205Hz
2.44
4.70
1.60
2.87It
1.79g
1.40g
2.38T-m
0.258kg



4" CAR DOOR SPEAKER TSA 005
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6" -2 WAY COAXIAL CAR SPEAKERTSA 786
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Test Standard

1.

Sweton'’s specified Nominal Power Handling is measured according to the
AES2-1984 standard.

. Transducers are tested in free air condition in the frequency range of 10 Hz to
40 KHz by CLIO-11.

. RMS Power is calculated by using the "applied voltage - averaged over the
test period” and the minimum value of electrical impedance within the
working range of the transducer.

> SWETON is the registered trade mark of Proline Inc. in India &
abroad.

> Design & Specifications are subject to change without notice owing
to continuous product upgradation.

> Technical specifications are subject to product tolerances.
2> All rights reserved.
2> Any reproduction of image or design is prohibited.

2 Unintentional printing error, if any, is regretted.




Designed and Made in India

For latest development and product information Please visit

Website : www.swetonspeakers.com

Buy Online : www.swetonspeakers.com/shop

Facebook : https://www.facebook.com/SwetonHomeSpeakers

Youtube : https://www.youtube.com/swetonspeakers

Instagram : https://www.instagram.com/swetonspeakers/

Be Indian - Buy Indian.
Better Than Many Imported Brands
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SWETON

ISO 9001 : 2015

OCTUNE ELECTRONICS LLP
(LICENSE USER)
Kolkata JAS-ANZ

G

jas-anz.org/register

. 9831011477 / 7044411300
(O 7044411800

LIC.2018-50459
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